COMPRESSORI ROTATIVI A VITE TRAINO DIRETTO SILENZIATI DA 4 A 7,5 kW
SILENCED ROTARY DIRECT DRIVEN SCREW COMPRESSORS FROM 4 UP TO 7.5 kW
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m Centrale completa di aria compressa

Complete compressed air station “all-in-one

m Molto silenzioso: solo 63-68 dB(A)
Very silent: only 63+68 dB(A)

m Design ultra compatto
Super-compact design
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Prodotto
Product

CUBE SD 5

CUBE SD 5 TA
CUBE SD 7 TA Cover
CUBE SD 10 TA Cover

CUBE SD 10-ES TA Cover

CUBE SD 5-270F

CUBE SD 5-270F TA

CUBE SD 7-270F TA Cover
CUBE SD 10-270F TA Cover
CUBE SD 10-500F TA Cover

CUBE SD 5-270F ES TA Cover
CUBE SD 7-270F ES TA Cover
CUBE SD 10-270F ES TA Cover
CUBE SD 10-500F ES TA Cover
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m Compressore rotativo a vite silenziato
a 10 bar, coassiale senza ingranaggi

m Potenze disponibili: 4-5,5-7,5 kW

m Disponibile in versione a terra o su
serbatoio da 270 o 500 litri, con
scarico facilitato della condensa,
con o senza essiccatore

m Controllore eleftronico con trasduttore
di pressione e controllo del senso
di rotazione

m Ventilazione separata

m Coaxial, gearless 10 bar silenced
rotary screw compressor

m Power available: 4-5.5 - 7.5 kW

m Combined with 270 or 500-It tank,
with facilitated condensate drainage
system

m Available with or without dryer

m Electronic controller, pressure
transducer, phases sequences relay

m Separated ventilation

) (1 R G
dB (A) BSP Lx D xH (em) kg Lbs
63 1/2" | 65x73x96 | 109 240
63 1/2" 65 x73 x 96 109 240
68 1/2" 65 x73 x 96 112 247
67 1/2" 65x73 x96 122 269
67 1/2" 65x73x96 146 322
63 1/2" 130x 68 x 165 204 450
63 1/2" 130x 68 x 165 204 450
68 1/2" 130x 68 x 165 207 456
67 1/2" 130x68x 165 217 478
67 1/2" 207 x 80 x 168 264 582
63 1/2" 130x 68 x 165 226 498
68 1/2" 130x68 x 165 231 509
67 1/2" 130x 68 x 165 240 529
67 1/2" 207 x80x 168 = 299 659
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